Rontgen Sistemleri

*Focus




Statif Column RM-1




RM-1 STATIF KOLON

*RM-1 statif kolon, tim yonlerdeki hareketliligi elektromanyetik fren sistemiyle
kontrol edilebilmektedir.

*Kolon 3000 mm ray Uzerinde sada ve sola rahatga hareket etmektedir.
»Kolon opsiyonel olarak 120 derece saga sola donlsli imal edilebilmektedir
«\/ertikal sisternde film gekilebilmesi icin tip kolu en alt seviyede
konumiandinlabilmektedir

= Statifte Gift celik halat vardir

= TUp kolu saga sola 120 derece donebilmektedir.

*Tilp kolu opsiyone| clarak ileri geri 150 mm hareketii olarak imal edilebilmektedir.
»Tlp masa yizeyinden itibaren 1250 mm seviyede konumlandinlabilmektedir
« Statifin raydan gikmasi sag sol limitlerle engellenmistir

= Dig ylzey ciziimelerini asgariye indirmek igin cihaz elekirostatik boyalidir

RM-1 STATIF COLUMN

«The mobility of RM-1 statif colurnns on every direction can be controlled with electromagnetic brake system.
«The column can move freely to the left and right directions on the 3000 mn rail.

«The column is produced in an optional manner as being able turn to right and left on 120 degrees.

»The tube arm can be positioned at the bottom level in order to take & x-ray on vertical system.

= The statif has double steel ropes

«The {ube arm can rotate in right and left directions on 120 degrees.

The tube arm can be produced optionally as being able to mave 150 mm forward and backward.

«The tube can be positioned at the level of 1250 mm from the surface of top table.

«The dislocation of the statif from the rail is prevented with right and left limits.

= The device has electrostatic dye in order to minimize the marks on the outer surface.

¢ -- ' TEKNIK OZELLIKLER
||1 Sistem Boyutian - (E xB x ) 480 x 3000 x 40 mm
Kolon Boyutlan (ExBxY)245x 185 x 2310 mm
Hareketilik

Diigey - 2000 mm
Tiip Doniisi Yatay Eksen : =120 derece
Standart Ray Uzunlugu  : 3000 mm
Eklenebilir Ray Uzunlugu : 1000 mm
beke 124VDC

Se :
e Adirdy 184 kg

Paketienmig Adirlik 1210 kg
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TECHNICAL SPECIFICATIONS

System Size 2 (W xL x H) 480 x 3000 x 40 mm
Column Size S(Wx L xH) 245 x 185 x 2310 mm
Movements

Vertical 22000 mm

Tube Rotation Horizontal Axis : +12(0 degree

Standard Rail Length 2 3000 mm

Extension Rail Length 2 1000 mm

Mains ;24voe

Weight 164 kg
Packaged Weight ;210 kg
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Statif Column RM-2




RM-2 STATIF KOLON

*RM-2 statif kolon, tm yonlerdeki hareketliligi elektromanyetik fren sistemiyle
kontrol edilebilmektedir.

*Kolon 3000 mm ray Uzerinde sada ve sola rahatca hareket etmektedir
=Kolon opsiyonel olarak 120 derece saga sola donusli imal edilebilmektedir
=\/ertikal sisternde film cekilebilmesi icin tip kolu en alt seviyede
konumlandinlabilmektedir

= Statifte cift celik halat vardir

= Tlp kolu saga sola 120 derece donebilmektedir.

=Tlp kolu apsiyonel olarak ileri geri 150 mm hareketli olarak imal edilebilmektedir,
»Tlp masa yiizeyinden itibaren 1250 mm seviyede konumlandinlabilmektedir
= Statifin raydan cikmast sad sol limitlerle engellenmistir

=g ylzey ciziimelenini asgariye indirmek igin cihaz elekirostatik boyalidir

RM-2 STATIF COLUMN

=The mobility of RM-2 statif columns on every direction can be controlled with electromagnetic brake system.
«The column can move freely to the left and right directions on the 3000 mm!rall

*The column is produced in an optional manner as being able turn to right and left on 120 degrees.

= The tube arm can be positioned at the bottom level in ordef to take a x-ray on vertical system.

»The statif has double steel ropes. '

= The tube arm can rotate In right and left directions on 120 degrees.

»The tube arm can be produced optionally as being able to move 150 mm forward and backward

= The tube can be positioned at the level of 1250 mm from the surface of top table

»The dislacation of the statif from the gail is prevented with right and left limits.

«The device has electrostatic dye in order to minimize the marks on the outer surface.

~ " TEKNIK OZELLIKLER

Sisten Boyutlan :(ExBxY) 480 x 3000 x40 mm
Kolon Boyutlan C(ExBxY) 245 x 185 x 2320 mm
Hareketlilik

Teleskopik Kol : =150 mm (200 mm ops)

Diigey : 2000 mm
Tiip Dondsh Yatay Eksen : =120 derece
Kolon Danme Agisi - =120 derece
Standart Ray Uzuniugu - 3000 mm

Eklenebilir Ray Uzunlugu : 1000 mm
2 Sebeke 24V DG
Adirlic :172kg

Paketlenmig Adirhk 220kg

TECHNICAL SPECIFICATIONS

System Size 2 (W xL x Hy 480 x 3000 x 40 mm
Column Size S (WxLxH) 245 x 185 x 2320 mm
Movements

Telescopic arm : =150 mm (200 mm opt)

Vertical 2 2000 mm

Tube Rotation Horizontal Axis : =120 degree

Rotation of Column =120 degree

Standard Rail Length : 3000 mm

Extension Rail Length = 1000 mm:

Mains :24voe

Weight 172kg

Packaged Weight 2220 kg

























